
H3C Technology Co., Limited
H3C SR8800 Series
10G Core Router Family
Router Certification

Tolly Verified Certifications for H3C SR8800 Series Routers
Cert. 

Number Certification Name Cert. 
Number Certification Name

10503 Jumbo Frame Support 9K 10949 IPv6 - RIPng - Routing Protocol Support
10507 RSTP 10950 IPv6 - OSPFv3 - Routing Protocol Support
10511 Link Aggregation Support - Manual Configuration 10951 IPv6 - BGP 4+ - Routing Protocol Support
10515 Port Mirroring 10952 IPv6 - IS-ISv6 Routing Protocol Support
10532 802.1Q (VLAN Support) 10953 IPv6 - Multicast Listener Discovery version 2 (MLDv2)
10533 QoS Recognition (IEEE 802.1p) 10954 IPv6-over-IPv4 Tunneling

10559 IEEE 802.1X Authentication 10955 IPv6 - Intra-Site Automatic Tunnel Addressing Protocol (ISATAP) 
Tunneling

10564 VRRP 10956 PIM  Source Specific Multicast (PIM-SSM) - IP Multicasting
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H3C SR8800 Series 
10G Core Routers

Product 
Name TV URL Product Description

H3C SR8802 http://www.tolly.com/TVDetail.a
spx?ProductID=298

3/2 slots for Ethernet, POS, CPOS, E1/T1, ATM interface 
modules and other service modules

H3C SR8805 http://www.tolly.com/TVDetail.a
spx?ProductID=299

5 slots for Ethernet, POS, CPOS, E1/T1, ATM interface modules 
and other service modules

H3C SR8808 http://www.tolly.com/TVDetail.a
spx?ProductID=300

8 slots for Ethernet, POS, CPOS, E1/T1, ATM interface modules 
and other service modules

H3C SR8812 http://www.tolly.com/TVDetail.a
spx?ProductID=301

12 slots for Ethernet, POS, CPOS, E1/T1, ATM interface modules 
and other service modules

H3C
SR8800 Series Router

WWW.TOLLY.COM

For additional details on any of the H3C SR8800 series certifications, go to: 
http://www.tolly.com/TVDetail.aspx?ProductID=301
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Cert. 
Number Certification Name Cert. 

Number Certification Name

10571 User Authentication via RADIUS 10959 IPv6 - Static Route
10583 User Authentication via L3 based ACL 10960 Multicast Listener Discovery Snooping

10584 User Authentication via L4 based ACL 10977 Internet Group Management Protocol version 3 
(IGMP v3)

10587 QoS - Eight Traffic Queues per port 10979 IPv6 - Generic Routing Encapsulation (GRE) Tunnel

10691 System Upgrade 10981 Layer 3 Wire Speed 10G POS interface - 2 Ports per 
Slot (Tested on H3C SR8805)

10728 PPP - PAP Authentication 10984 Traffic Shaping
10729 PPP - CHAP Authentication 10985 Multicast Listener Discovery version 1 (MLDv1)
10730 HDLC Operation 10986 PPP - LCP (Link Control Protocol)
10786 IGMP Snooping 10987 PPP - IPCP (Internet Protocol Control Protocol)

10821 IPv4 - RIP v1 - Routing Protocol Support 10988 Resilient Packet Ring (RPR) Layer 3 Service intercon-
nectivity

10822 IPv4 - RIP v2 - Routing Protocol Support 10989 Resilient Packet Ring (RPR) Protection Recovery 
Across Boards

10823 IPv4 - OSPF - Routing Protocol Support 10991 Graceful Restart - OSPF
10824 IPv4 - BGP 4 - Routing Protocol Support 10992 Graceful Restart - BGP
10826 PIM Sparse Mode - IP Multicasting 10993 Graceful Restart - IS-IS
10827 PIM Dense Mode - IP Multicasting 10994 Graceful Restart - LDP
10834 MSTP Support (IEEE 802.1s) 10995 Hot-Swappable System Management Module

10835 Dynamic Link Aggregation - LACP Support (IEEE 
802.3ad) 10998 Ethernet OAM Active and Passive mode

10836 GVRP Support 10999 Ethernet OAM remote loopback
10838 DHCP Server Functionality 11000 Multicast Virtual Private Networks (MVPN)

10848 QoS Control: Weighted-Round-Robin (WRR) 
Algorithm 11001 Hierarchical VPLS (H-VPLS)

10849 QoS Control:Strict Priority (SP) Queue Algorithm 11002 Multi-AS VPN with VRF-to-VRF mode
10875 Traffic Mirroring 11003 Multi-AS VPN with MP-EBGP mode
10879 IEEE 802.1 QinQ 11004 Multi-AS VPN with Multi-hop mode
10881 Static Route 11005
10882 IPv4 - IS-IS - Routing Protocol Support 11006 MPLS TE with RSVP-TE
10884 DHCP Relay 11007 MPLS TE with FF and SE resources reservation
10885 Network Time Protocol (NTP) 11008 MPLS LSP TRACEROUTE

10886 Hierarchal User Management and Password 
Protection 11009 MPLS - Four Layer Label

10887 SSH 2.0 11010 Hierarchical QoS (H-QoS)
10888 HWTACACS 11011 VLAN QoS
10890 DHCP Security 11012 Graceful Restart - RSVP 
10891 Committed Access Rate (CAR) 11013 Bidirectional Forwarding Detection for Static Route

10892 QoS Control: Strict Priority (SP) +  Weighted-
Round-Robin (WRR) 11014 Bidirectional Forwarding Detection for OSPF

10894 Internet Group Management Protocol v1 (IGMP v1) 11015 Bidirectional Forwarding Detection for IS-IS
10895 Internet Group Management Protocol v2 (IGMP v2) 11016 Bidirectional Forwarding Detection for BGP
10896 Multicast Source Discovery Protocol (MSDP) 11017 Bidirectional Forwarding Detection for VRRP
10898 Multicast Border Gateway Protocol (MBGP) 11018 Bidirectional Forwarding Detection for MPLS TE FRR

10900 MPLS Layer 3 Virtual Private Networks (MPLS 
Layer 3 VPN) 11019 Bidirectional Forwarding Detection for VPLS Pseudo 

Wire

10902 MPLS Virtual Leased Line - Martini (MPLS VLL-
Martini) 11020 MPLS TE Fast Reroute (FRR) - link protection recovery

10904 MPLS Virtual Leased Line - Kompella (MPLS VLL-
Kompella) 11021 MPLS TE Fast Reroute (FRR) - node protection recov-

ery
10905 MPLS - Virtual Private LAN Service (MPLS VPLS) 11022 Resilient Packet Ring (RPR) – link protection recovery

10910 Unicast Reverse Path Forwarding (uRPF) 11023 Resilient Packet Ring (RPR) – node protection 
recovery

10921 MP: MultiLink Point to Point Protocol (MLPPP) 11024 UDP Helper Address

10946 IPv6 - Virtual Router Redundancy Protocol 
(VRRPv3) 11025 Layer 3 VLAN

MPLS TE with CR-LDP

Figure 2Source: The Tolly Group, August 2007


